(STAAV2.STAAV) 03023 SL-662 (FAA)

LAS VEGAS/ McCARRAN INTL (L AS)
STAAV TWO DEPARTURE(RNAV) LAS VEGAS, NEVADA
gﬂf[)‘ggﬁ NOTE: For use by /E, /F, /R (RNP 1.0), and /G equipped aircraft. (1) /E
1211 385.5 E of 1R/19L and /F aircraft are required to update navigation systems at a known
121.9 254.3 W of 1R/19L location within 30 minutes prior to takeoff. (2) /G aircraft with
CLNC DEL selectable course deviation indicator (CDI) must set CDIto T NM
118.0 379.95 terminal sensitivity. Aircraft without selectable CDI must use
LAS VEGAS DEP CON flight director.
125.9 380.05 NOTE: For /E, /F, and /R aircraft with DME/DME Navigation System updating
the following DME facilities must be operational: LAS, BLD.
NOTE: Rwys 1L/R: standard with minimum climb gradient of 380" per NM to 7000.
Rwys 7L/R: standard with minimum climb gradient of 348" per NM to 7000. MILFORD
Rwys 19L/R and 25L/R: standard with minimum climb gradient of 320" NM to 7000. MLF
NOTE: Rwys 1L/R: 3189" MSL monument 2.87 NM north of departure end of runway.
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NOTE: Rwys 19L/R: Do not exceed (22} wk STAAV
230 KIAS until established on
direct course to STAAV.
NOTE: This procedure only to be
used when assigned by ATC.
NOTE: All runways: cross departure
end of runway at or above
35" AGL.
DECAY
NOTE: Chart not to scale. (NARRAT|VE ON FOLLOWING PAGE)
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